
PRODUCT DESCRIPTION 
3364 SL Backlit Film is a 10mil, satin backlit film
compatible with eco-solvent, latex, and UV inkjet wide
format printers. Our SL Backlit’s thick polyester base 
is dimensionally stable, rigid, and tear resistant which 
makes it easy to install, impervious to strong changes 
in temperature, and suitable for use in indoor and 
outdoor lightbox displays. The finish of SL Backlit 3364 
provides for a vivid image both with the lights on or off, 
and its quick dry coating allows for higher ink loads to 
produce dramatic eye-catching images.

3364
Sihl SL Backlit 10mil Satin

• Easy to install (10mil-rigid)

Basis Weight                               320 g/m²

>70% yticapO

Whiteness                                    >100

*All values listed are target values

  

• Indoor / Outdoor Lightboxes

• Casino Games, Beverage Dispensers

• Day and Night Application

• Quick Dry / High Inkload

• Outdoor Durable

  

ADVANTAGES

  

PHYSICAL PROPERTIES

• Available widths: 36”/ 54”/ 60”
   3” core

  

  

APPLICATIONS

ADDITIONAL INFORMATION
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• For additional product information please call 1-800-366-7393 or visit our website www.sihlinc.com
   where you can also find an authorized Sihl reseller near you.

TECHNOLOGIES

SolventSOL

LTX

• Dimensionally Stable

• Airport and Theatre Displays

Latex

UV UV

bkolarik
New Stamp


