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HID Ballast Kit

Ballast 
Capacitor
Starter
Mounting Bracket

Input Volts (60 hz) 120 208 240 277 480

Input Watts 475 475 475 475 475

Approx Line Current (Amps)* 4.0 2.3 2.0 1.7 1.0

Circuit Type CWA

ANSI S51

Insulation Class Class H

Power Factor > 90%

Regulation Line Volts:  ±10%
Lamp Watts:  ±10%

Min. Ambient Starting Temp. -20°F/-30°C

High Potential Test (Volts) 1 Minute: 2000
1 Second: 2400

Lead Lengths (inches) 12

UL Temperature Ratings* 1029D

Capacitor* 55.0/240v Min. Included in kit.

Starter/Ignitor ST2000. Included in kit

* See Ballast Label for exact values and additional information
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HID Ballast Kit

Ballast 
Capacitor
Starter 
Mounting Bracket

Input Volts (60 hz) 120 208 240 277 480

Input Watts 1125 1072 1126 1133 1127

Approx Line Current (Amps)* 9.3 5.2 4.6 3.9 2.3

Circuit Type CWA

ANSI S52

Insulation Class Class H

Power Factor > 90%

Regulation Line Volts:  ±10%
Lamp Watts:  ±10%

Min. Ambient Starting Temp. -40°F/-40°C

High Potential Test (Volts) 1 Minute: 2000
1 Second: 2400

Lead Lengths (inches) 12

UL Temperature Ratings* 1029D

Capacitor* 26.0/525v Min. Included in kit.

Starter/Ignitor ST2002. Included in kit

* See Ballast Label for exact values and additional information
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HID Ballast Kit

•	Ballast 
•	Capacitor
•	Starter 
•	Mounting Bracket

Input Volts (60 hz) 120 208 240 277

Input Watts 1087 1038 1091 1084

Approx Line Current (Amps)* 9.5 5.5 4.8 4.2

Circuit Type CWA

ANSI S52

Insulation Class Class H

Power Factor > 90%

Regulation Line Volts:  ±10%
Lamp Watts:  ±10%

Min. Ambient Starting Temp. -40°F/-40°C

High Potential Test (Volts) 1 Minute: 1650
1 Second: 2000

Lead Lengths (inches) 12

UL Temperature Ratings* 1029B

Capacitor* 26.0/525v Min. Included in kit.

Starter/Ignitor ST2002. Included in kit

* See Ballast Label for exact values and additional information



Howard Lighting Products | 580 Eastview Drive | Laurel, MS 39443
(toll free) 800.956.3456 | (direct) 601.422.0033 | (fax) 601.422.1652

www.HowardLightingProducts.com

Specification Sheet

Project:

Catalog#:

Approved by:

Specifications subject to change without notice.

H
ig

h 
In

te
ns

ity
 D

is
ch

ar
ge

 B
al

la
st

s 250 Watt S50 60Hz
High Pressure Sodium

7/11/2012

S-250-4T-CWA-K

4 HOLES 
CLEARED FOR 
#10 THRU 
BOLTS

4.38

4.75

3.88

4.25

Lamp

X3

X1

X2

Starter
CAP 

BLK/WHT
120V

COM WHT COM WHT

277V

240V

208V

WIRING DIAGRAM DIMENSIONAL DRAWING

HID Ballast Kit

•	Ballast 
•	Capacitor
•	Starter 
•	Mounting Bracket

* See Ballast Label for exact values and additional information

Input Volts (60 hz) 120 208 240 277

Input Watts 290 290 290 290

Approx Line Current (Amps)* 2.5 1.5 1.3 1.1

Circuit Type CWA

ANSI S50

Insulation Class Class H

Power Factor > 90%

Regulation Line Volts:  ±10%
Lamp Watts:  ±10%

Min. Ambient Starting Temp. -40°F/-40°C

High Potential Test (Volts) 1 Minute: 1554
1 Second: 2000

Lead Lengths (inches) 12

UL Temperature Ratings* 1029A

Capacitor* 35.0/240v Min. Included in kit.

Starter/Ignitor ST2000. Included in kit
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HID Ballast Kit

Ballast 
Capacitor
Starter 
Mounting Bracket

Input Volts (60 hz) 120 208 240 277

Input Watts 464 464 464 464

Approx Line Current (Amps)* 4.0 2.4 2.1 1.7

Circuit Type CWA

ANSI S51

Insulation Class Class H

Power Factor > 90%

Regulation
Line Volts:  ±10%
Lamp Watts:  ±10%

Min. Ambient Starting Temp. -40°F/-40°C

High Potential Test (Volts)
1 Minute: 1650
1 Second: 2000

Lead Lengths (inches) 12

UL Temperature Ratings* 1029D

Capacitor* 55.0/240v Min. Included in kit.

Starter/Ignitor ST2000. Included in kit

* See Ballast Label for exact values and additional information


