Product Information

sign products by wensco

WDPMIF Features
A premium 5-year outdoor durable gloss white film ideal for slightly curved surface applications. Excellent for
use in medium-term promotional, point of purchase, trade show displays, outdoor signage and banners.

ALPHA INTERMEDIATE PRINT MEDIA

3 mil flexible vinyl
FACE MATERIAL

White gloss
ADHESIVE | 40G, permanent acrylic, pigmented gray
RELEASE LINER | 90# patterned Licensed Air Flow Release Liner™
APPLICATION TEMPERATURE | 50°F
SHELF LIFE | Shelf Life (@ 73°F, 50% RH) 2 years
DURABILITY | 5years outdoor

TYPICAL CHARACTERISTICS

Target Adhesion Values 15 min. 24 hr.

(PSTC-1,180° peel @ 12”/min., 73°F, on Stainless Steel) 42 oz. 57 oz.

Minimum Application Temperature 50°F

Service Temperature Range -40°F to +180°F

Shelf Life (@ 73°F, 50% RH) 1years

APPLICATIONS PRINTABILITY CHEMICAL RESISTENCE

Point of purchase displays Solvent | Yes Distilled Water (24 hr) No Effect

Trade show displays Eco-Solvent | Yes Detergent (24 hr) No Effect

Outdoor signage Latex | Yes 10% HCI (10 min) No Effect

Banners UV | Yes 10% Ammonium Hydroxide (10 min) No Effect
Anti-Freeze (24 hr) No Effect
SAE 20 Motor Oil (24 hr) No Effect
Gasoline (1 hr) No Effect
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The above information is based on research believed to be reliable, but does not constitute a warranty.
All material should be tested by the purchaser to determine suitability of the product for their purposes.

Printed durability is dependent on the ink system used. Laminates can extend the durability of printed graphics by 2yrs.
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