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6 mil WD6 Calendered Removable Print Media

WD6MR54150 WD6GR54150

Physical Properties

Finish Matte Gloss

Color White White

Adhesive Microsphere
Removable - W79

Microsphere
Removable - W79

Film Calendered Vinyl Calendered Vinyl

Liner 90# Layflat 90# Layflat

Opacity 95% Minimum 95% Minimum

Gloss Level 8% Typical 90% Typical

Thickness
Film
Film w/ adhesive
Total thickness

5.5 ± 0.2 mil
6.2 ± 0.2 mil
12.5 ± 0.4 mil

5.5 ± 0.2 mil
6.5 ± 0.2 mil
13.0 ± 0.4 mil

Adhesion

SS 15 min Room
Temp Dwell 16 - 20 oz/in 16 - 20 oz/in

SS 24 hr Room
Temp Dwell 23- 27 oz/in 23- 27 oz/in

Weight Film w/Adhesive
Total w/liner

215-220 gsm
355-365 gsm

210-215 gsm
360-365 gsm

Printability
Latex, UV Inkjet,
Eco-Solvent, 
Solvent

Latex, UV Inkjet,
Eco-Solvent, Sol-
vent

Fire Rating UL E94, V-0 UL E94, V-0

The information provided herein is correct to the best of Wensco’s knowledge, however, should not be 
construed as specifications. No liability for any errors, facts or opinions are accepted. Customers must
satisfy themselves as to the suitability of this product for their application. No responsibility for any loss as a 
result of any person placing reliance on any material contained herein will be accepted.

Conditions for Use

Shelf Life  1 year
Clean 

Removability
W79 Up to 1 year
R45 Up to 6 months

Outdoor Durability Up to 3 years

Min Application Temp 40° F (4° C)

Service Temp Range  -20° to 150° F  
(-29° to 66° C)

Solvent Resistance Good*

Water Resistance Excellent

CPSIA Compliant

*Good for most petroleum solvents and lower 
aliphatic alcohols.For ultimate solvent resistance, 

edge sealing is recommended.


