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DPF 510G / M / GT / MT
Perfect Print, Every Time
DPF 510 delivers a consistent, vibrant print quality at an unbeatable value for your 

short-term applications. The two sided, lay-flat polycoated liner ensures that the vinyl 

will not curl under heavy heat from printers, is resistant to high humidity and makes your 

graphic easier to handle and install. DPF 510 has consistent ink receptivity across most 

print systems. The permanent adhesive ensures a lasting impact for your everyday 

promotional graphics and can be used with dry or wet applications. Combine DPF 510 

with Series 3510 overlaminate for an easier installation and abrasion resistance.

Applications:

^  Standard Signage (Permanent)

^ Display Graphics

Unique Features:

^  Lay-Flat Polycoated Liner

^  Consistent Print Quality

^ Solvent Based Adhesive

Performance & Physical Data

Finish: Gloss / Matte

Durability 
(Unprinted):

3 Years

Roll Widths: 30”* (0,76 m) 

54” (1,37 m)

60” (1,52 m) 

Roll Lengths: 50 Yards (45,72 m)

Adhesive: Permanent

(Clear or Tinted)

Release Liner: Lay-Flat Polycoated

Ink
Compatibility:

Eco-Solvent
Solvent
Latex

Compatible 
Overlaminate:

Series 3510TO
TAL

S Y S T E M *30” (0,76 m) width only available in DPF 510GT
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